
Pressure Reducing Valve (PRV)
1. Product Overview
The Brymec Pressure Reducing Valve (PRV) with diaphragm reduces and stabilizes fluid pressure in a water distribution system according to a preset value. Suitable for use in hydronic heating and cooling systems, domestic water services and for the control of fire defence systems (where standards permit). 
1.1. Operating Pressures & Temperatures
0°C to 80°C at a maximum inlet pressure of 25bar. Maximum outlet pressure setting between 1 to 6bar
1.2. Applications
Brymec’s PRV is ideal for every building type including hotels, multi-family residential, healthcare, commercial, offices, education and industrial projects.
1.3. Sizes
½” – 2” 
1.4. Product marking
Marked with product size, manufacturer name and DZR identification.
1.5. Hygiene
Brymec PRV’s are manufactured from CW625N for excellent DZR, low lead properties.

2. Approvals, Certifications & Standards
2.1. Approvals & Certifications
WRAS Reg4 – 240104702
Kiwa KUK Reg4 - 2311724
2.2. Standards
BS EN 1567 - Building valves. Water pressure reducing valves and combination water reducing valves. Requirements and tests.
BS EN 10226-1 - Pipe threads where pressure tight joints are made on the threads. Taper external threads and parallel internal threads. Dimensions, tolerances and designation
Pressure Equipment Directive 2014/68/EU.

3. Installation Guidance
3.1. Training
Installers should be competent and must be familiar with the correct Brymec assembly instructions current at the date of installation, including the correct handling, installation and safety procedures related to this product. 
3.2. Recommended Design Standards
BS EN 806 Parts 1-5 - Specifications for installations inside buildings conveying water for human consumption
CIPHE – Design Guide
3.3. Valve sizing
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For all necessary tables and information to permit valve sizing and calculation of pressure losses, please contact technical@brymec.com




3.4. Connections
Valves come complete with union connections to allow fast installation and easy servicing. Pipe connections are made using strong threaded connections to recognised international standard BS EN10226-1:2004.

4. Warranty
Brymec PRV’s are covered by a comprehensive 5-year warranty. Please refer to the Brymec terms and conditions for full details.

5. Manufacturer details
Brymec Ltd
Unit C, Redlands
Coulsdon
Surrey
CR5 2HT
Tel		: 0333 000 55 55	
Email	: sales@brymec.com
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All the above details are to be read in combination with the preliminary and general Information, and information relating to the Works as a whole. Brymec reserves the right to make changes, without prior notification, to the specification of our products in line with our policy of continuous improvement and development.
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